
AT THE POINT OF HANGING
PLUS 0.45 KN. (100 LBS.)

P = wL + 0.45 KN (100 LBS.)
w = SEE ABOVE (%%c OF PIPE)...KN/m (P.L.F.)
L = SPACING OF JOISTS...M (FT.)

L
P

PPJOISTS

L = SPACING OF PIPE SUPPORTS...M (FT.)
w = SEE ABOVE (%%c OF PIPE)...KN/m (P.L.F.)
P = wL + 0.45 KN (100 LBS.)
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                     TOP CHORDPANEL POINT

BOTTOM CHORD
PIPE LINE PARALLEL TO JOISTS:                                      PIPE PERPENDICULAR TO JOISTS:

DUCT WORK MAY BE HUNG FROM TOP OF JOIST AT LOCATIONS OTHER THAN PANEL POINTS.
ALL MECHANICAL PIPES 50(2") OR LARGER SHALL BE HUNG FROM THE TOP CHORD OF JOIST AT PANEL POINTS ONLY.

200(8") %%c PIPE.................w = 0.75 KN/m (51 P.L.F.)
150(6") %%c PIPE.................w = 0.47 KN/m (32 P.L.F.)
125(5") %%c PIPE.................w = 0.35 KN/m (24 P.L.F.)
100(4") %%c PIPE.................%%c SMALLER - IGNORE

BASIC SPECIFIED DESIGN.
ALL SUPPORTING ROOF JOISTS SHALL BE DESIGNED TO WITHSTAND WATER FILLED PIPE LOADS 'W' AS SHOWN IN ADDITION TO THE

FOR SPRINKLER PIPE LINE LOCATION, SEE MECHANICAL DRAWINGS.

%%uTYPICAL SPRINKLER LINE LOADING DETAILS

%%uSINGLE DOOR LINTEL

  USE THREE STUDS EACH SIDE AND ABOVE
USE L125X125X8(L5"X5"X5/16")

- FOR DOUBLE DOOR LINTEL (UP TO 1930(6'-4")

%%USEE ARCHITECTURAL DRAWINGS FOR LOCATION
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TWO TYPICAL STEEL
STUDS CONNECTED

TOGETHER (ALSO
SPANNING HORIZONTAL

ABOVE DOOR)

MASONRY FACING

(SEE ARCHITECTURAL)

%%uCANTILEVER BEAM SPLICE

21

43

43
165

BOLTS] OR EQUIVALENT
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[20(  ") %%c HIGH TENSILE
8(   ") HEADER ANGLES
MINIMUM

4-20(  ") H.T. BOLTS
12(  ") MIN. CAP PLATE

PLATE EACH SIDE
10(  ")STIFFENER

LINE OF SPLICE

SEE PLAN
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21

BOTTOM CHORD TO BE 2-L 45x45x5 (1  "x1  "x   ").
(10 FT.KIPS.) AT COLUMN ENDS IN ADDITION TO GRAVITY LOADS. MINIMUM SIZE OF
ALL TIE JOISTS TO BE DESIGNED FOR A SPECIFIED MOMENT OF 14.0 KNM

65(2  ")

%%USUPPORTING DECKING%%U%%USTEEL TIE JOIST (T.J.)%%U

WELDING.
& CONNECT BY
CHORD TO SUPPORT

EXTEND BOTTOM

JOISTS.
ON COLUMNS SUPPORTING
PROVIDE CAP PLATEMIN. JOIST BEARING
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BENT PLATE OR
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CONT.1/4

%%UPERIMETER ANGLE SPLICE DETAIL

CHORD ANGLE SPLICE BAR

L3"x3"x1/4"
L3"x3"x3/8"
L3 1/2"x3 1/2"x1/4"
L3 1/2"x3 1/2"x3/8"
L4"x4"x1/4"
L4"x4"x3/8"
L4"x4"x1/2"
L5"x5"x3/8"
L5"x5"x1/2"
L6"x6"x3/8" 2 PLATES 5"x3/4"x3'-6"

2 PLATES 3 1/2"x3/4"x3'-3"
2 PLATES 3"x5/8"x2'-6"
2 PLATES 2 1/2"x3/4"x2'-6"
2 PLATES 2"x3/4"x2'-0"
BENT PLATE 6"x3/8"x1'-6"
2 PLATES 2"x5/8"x1'-8"
BENT PLATE 5"x3/8"x1'-4"
2 PLATES 2"x1/2"x1'-6"
BENT PLATE 4"x3/8"x1'-4"
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IF THIS BAR IS NOT 1" LONG, ADJUST YOUR PLOTTING SCALE.
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