
#4 DOWEL W/ STANDARD
HOOK TO LAP W/ VERTICAL
BAR SPACING

(2) #5 CONTINUOUS

GROUT ALL CELLS
SOLID BELOW GRADE
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#5 x        AT 48" O.C.-
PROVIDE ONLY WHEN "H"
IS GREATER THAN 2'-0"

2'-6"

2'
-0

"

SLAB ON GRADE
- SEE SCHEDULE

MASONRY WALL REINFORCING
- SEE SCHEDULE

SLAB OR
FINISH GRADE

8"

SEE PLAN
NOTE :
SEE DETAIL 1/S2.1 FOR
INFORMATION NOT SHOWN.

BOND BEAM W/ (1)  #5
CONTINUOUS

#5 DOWEL @ 16" O.C. -
W/ STANDARD HOOK

(4) #5

#5 @ 12" O.C.

EDGE OF CONTINUOUS
FOOTING BEYOND

T.O. CMU
EL. = 100'-8"

GROUT SOLID
BELOW GRADE

#4 AT 16" O.C. x 4'-0" LG
(CENTER IN SLAB)

SIDEWALK OR SLAB ON
GRADE - SEE SCHEDULE

SLAB ON GRADE
- SEE SCHEDULE

2'-0"

#4 AT 16" O.C.

8"

2'-0"

2'
-0

"

7 1/4" *

BATHING AREA / DOG RUN SLAB - SEE
SCHEDULE (NO JOINTS PERMITTED)

1 1/2" CHAMFER

INTEGRAL CONCRETE CURB
(NO JOINTS PERMITTED)

(1) - #4 CONTINUOUS

CONSTRUCTION JOINT

SLAB - SEE PLAN
AND SCHEDULE

VA
R

IE
S

1'-0"

T.O. CURB
EL. = 100'-10 1/2"

FINISH FLOOR
EL. = 100'-0" T/BATHING AREA /

DOG RUN SLAB

6"

6" 4"

2"
 C

LR
M

IN

SIDEWALK BEYOND
- IF APPLICABLE

PAVEMENT WHERE
OCCURS - SEE CIVIL

PROVIDE TACTILE WARNING
AS REQUIRED BY CODES

SMOOTH TRANSITION
AT THIS POINT

#4 SMOOTH DWL AT 36" O.C. W/
8" MIN EMBEDMENT EACH SIDE

SIDEWALK - SEE SCHEDULE

1/2" EXPANSION JOINT W/
TRAFFIC SEALANT, CONDITION
MAY VARY - SEE PLAN

SIDEWALK - SEE SCHEDULE
(1:12 MAX SLOPE)

(1) #4 BAR TOP
AND BOTTOM

NOTES:
COORDINATE ALL CURB
CONDITIONS WITH CIVIL

COORDINATE RAMP LOCATIONS
WITH ARCHITECTURAL AND CIVIL

1'
-6

" M
IN

#4 x         AT 24" O.C.

1'-6"

#5 VERTICAL AT 12" O.C.

#4 HORIZONTAL AT 12" O.C.

8" CONCRETE WALL

(5) #5 CONTINUOUS
TOP & BOTTOM

TRUCK SLAB -
SEE SCHEDULE

SLAB OR FINISH GRADE

#5 DOWEL AT 12" O.C. W/
STANDARD HOOK INTO
FOOTING AS SHOWN - LAP W/
VERTICAL REINFORCING PER
CONCRETE NOTES

#5 AT 12" O.C. -
TOP & BOTTOM

GRAVEL BACKING AND FILTER
MATERIAL (MIRAFI 140N)

2"Ø WEEP HOLES AT 8'-0" O.C.

1'-3" 8" 2'-1"

4'-0"

1'
-0

"

6"

 2"
CLR

4'
-0

" M
AX

SE
E 

PL
AN

 N
O

TE
S

3"
CLR

2" C
LR

GALVANIZED PLATE 3/8"x5"x1'-0"
W/ (4) 1/2"Ø x 5" HEADED STUD -
SEE ARCHITECTURAL DRAWINGS
FOR LOCATIONS

1/2" PREMOLDED FILLER

TRUCK OR DUMPSTER SLAB
- SEE PLAN AND SCHEDULE

#4 CONTINUOUS TOP AND
BOTTOM

1'
-6

" M
IN

8"#4 AT 24" O.C.

2'-0"

FINISH PAVEMENT

CURB BEYOND IF
APPLICABLE - SEE CIVIL

1/2" PREMOLDED
FILLER

3" C
LR

.

3"
CLR.

7 1/4"

BATHING AREA / DOG RUN SLAB - SEE
SCHEDULE (NO JOINTS PERMITTED)

INTEGRAL CONCRETE CURB - SMOOTH
FORM FINISH (NO JOINTS PERMITTED)

(1) - #4 CONTINUOUS

CONSTRUCTION JOINT

SLAB - SEE PLAN
AND SCHEDULE

VA
R

IE
S

T.O. CURB
EL. = 100'-10 1/2"

FINISH FLOOR
EL. = 100'-0" T/BATHING AREA /

DOG RUN SLAB VARIES

NO CHAMFER

1
2

8"7"7 1/4"8"

1
2

6" M
IN

1/2" TOOLED JOINT TYPICAL BOTH SIDES
OF TRENCH DRAIN W/ SIKAFLEX 1A
POLYURETHANE SEALANT

3/4"Ø SMOOTH DOWELS x 16" LONG WITH
SLEEVE OR PREATTACHED
POLYETHYLENE COVERING TO ASSURE
SLIPPAGE - SPACE AT 30" O.C. IN BUILDING,
EXCEPT 18" O.C. AT TRUCK SLAB

JOINT SEALANT - SEE
SPECIFICATIONS

EQ
.

EQ
.

COAT WITH BOND BREAKING COMPOUND
BEFORE ADJACENT SLAB IS POURED

8"8"

8"

6" INTERIOR SLAB ON GRADE
- SEE SCHEDULE4" INTERIOR SLAB ON GRADE

- SEE SCHEDULE

1
2

FINISH FLOOR
EL. = 100'-0"

#5 @ 12" O.C. EACH WAY,
EACH FACE

(2) - #5 CONTINUOUS

+99'-2"

#4 CONTINUOUS -
(3) SIDES

#4 DOWELS
@ 12" O.C.

+99'-1 1/2"

L3x3x1/4 x
CONTINUOUS W/
1/2"Ø x 5" H.D.A.S.
AT 12" O.C.

#4 @ 16" O.C. EACH WAY

10" C-CHANNEL EMBED -
PROVIDED BY DOCK EQUIPMENT
VENDOR AND INSTALLED BY G.C.

2" CLR.

2"

6" 6"

6"

1'
-0

"

3'-0"
3"

 C
LR

.

4'
-0

"
SE

E 
PL

AN
 N

O
TE

S

2" CLR.

(3) - #5 CONTINUOUS

 #5 @ 24" O.C.

#4 x         AT 12" O.C. EACH FACE

2'-0"

2'
-0

"

SLOPE

TRUCK SLAB -
SEE SCHEDULE

1/2" PREMOLDED
FILLER

1'-0"

2'-0"
2'-0"

SLAB
BEYOND

COORDINATE W/ LEVELER
MANUFACTURER

10"

FINISH FLOOR
EL. = 100'-0"

3"

7"

6"

2" CLR
TYP

3" C
LR

2'-10"

1'-0"

SLAB ON GRADE
- SEE SCHEDULE

#4 AT 12" O.C. -
CENTERED IN SLAB

DOWELS TO MATCH
MASONRY VERTICAL
REINFORCEMENT

(3) #5 CONTINUOUS

TRUCK SLAB
- SEE SCHEDULE

#4 BARS AT 12" O.C. EACH
WAY AND EACH FACE

MASONRY WALL REINFORCING
- SEE SCHEDULE

1'
-0

"

1/2" PREMOLDED
FILLER

SE
E 

PL
AN

 N
O

TE
S

 #5 AT 24" O.C.

1'-2"

FINISH FLOOR
EL. = 100'-0"

8'-0"
2'-0"

8"

\A1;8"
1'-0"

1
2

1
2

McNICHOLS GHB 175-2
HOT DIPPED GALVANIZED
BAR GRATING - SEE SPEC.

TRUCK DOCK SLAB
- SEE SCHEDULE

(3) #5 BARS x
CONTINUOUS

3" C
LR

.

6"
MIN.

VARIES 9" TO 12" -
SLOPE TO DRAIN

FENCE POST - SEE
ARCHITECTURAL
DRAWINGS

EXTERIOR WALL
BEYOND

10" BUMPOUT WHERE
OCCURS - SEE PLAN
AND DETAIL 6/S2.1
FOR ADDITIONAL
INFORMATION

8" MASONRY
KNEEWALL

EXTERIOR MASONRY
WALL

MASONRY WALL DOWELS -
SEE 1/S2.1

1/4" x 1 3/4" x CONT.
(GALVANIZED) L2x2x1/4 x CONT.

(GALVANIZED) W/
1/2"Ø x 4" HEADED
STUDS @ 24" O.C.

1/8"

* 9 1/8" AT DETAIL 11A

SL
O

PE

TOP OF TRENCH DRAIN
EL. = 99'-10 1/2"

EL. 99'-10 1/2"

CHAMFER

12
S2.1

11
S2.1

SLOPE

SCALE:

17
S2.1 3/4" = 1'-0"

TRENCH DRAIN

SCALE:

16
S2.1 3/4" = 1'-0"

TURN DOWN SLAB DETAIL

SCALE:

12
S2.1 3/4" = 1'-0"

CURB DETAIL AT TRENCH DRAIN

SCALE:

15
S2.1 3/4" = 1'-0"

CONCRETE RETAINING WALL DETAIL

SCALE:

11
S2.1 3/4" = 1'-0"

CURB DETAIL AT
BATHING AREA / DOG RUN

SCALE:

4
S2.1 3/4" = 1'-0"

FOUNDATION DETAIL

SCALE:

14
S2.1 3/4" = 1'-0"

TYPICAL RAMP SECTION
SCALE:

13
S2.1 3/4" = 1'-0"

PLAN AT TRENCH DRAIN

SCALE:

10
S2.1 3/4" = 1'-0"

CONSTRUCTION JOINT AT THICKENED SLAB

SCALE:

6
S2.1 3/4" = 1'-0"

DOCK OPENING DETAIL

SCALE:

9
S2.1 3/4" = 1'-0"

WALL DETAIL AT DOOR OPENING

SCALE:

5
S2.1 3/4" = 1'-0"

WALL DETAIL AT TRUCK DOCK

SCALE:

1
S2.1 3/4" = 1'-0"

PERIMETER FOUNDATION DETAIL

2'
-0

"

11A
S2.1

(1) #5 VERTICAL AT 24"
O.C.

CENTER FOOTING UNDER
REINFORCED CMU

CENTERLINE OF CMU WALL

2'
-0

" M
IN

2'
-0

" M
IN

EQUAL EQUAL

EQ
U

AL

4'
-0

" M
IN

 - 
G

R
O

U
T 

C
EL

LS
 S

O
LI

D

MASONRY WALL REINFORCING
- SEE SCHEDULE

CONTINUOUS WALL FOOTING

EQ
U

AL

SEE PLA
N

MINIMUM CONCRETE
COVERAGE PER
CONCRETE NOTES

SIDEWALK - SEE
SLAB SCHEDULE

SLAB ON GRADE
- SEE SLAB SCHEDULE

HSS COLUMN - SEE PLAN
AND COLUMN SCHEDULE

FOOTING - SEE
FOOTING SCHEDULE

NOTE :
SEE TYPICAL COLUMN
BASE DETAIL ON S1.0 FOR
ADDITIONAL INFORMATION

SEE PLAN

10"

1'
-4

"

10"

1'
-4

"

1 1/2"
TYP1 

1/
2"

4"
1/

2"OPP

A-A

1 1/2"
TYP

1 
1/

2"
TY

P

3"

EQUAL EQUAL

EDGE OF CONTINUOUS
FOOTING BEYOND

A A

T.O. SLAB
EL. = 100'-0"

F3

NOTES :
CMU WALL ABOVE FINISH FLOOR
NOT SHOWN FOR CLARITY.

CENTER FOOTING UNDER
PILASTER.

CMU PILASTER

#5 x         AT 16" O.C.

2'-0"

3'
-0

"

(4) #6 VERTICAL

8"

1'
-3

 5
/8

"

8"

1'-3 5/8"

3" TY
P

3"
TYP

5
S2.1

1
S2.1

FOOTING
BELOW

1" EXPANSION JOINT
MATERIAL

NOTE :
CMU WALL ABOVE
FINISH FLOOR NOT
SHOWN FOR CLARITY

RETAINING WALL

RETAINING WALL
FOOTING BELOW

5
S2.1

15
S2.1

1
S2.1

1.8

G

#5 x         AT 16" O.C.

2'-0"

3'
-0

"

3'
-3

"

10"

10"

SCALE:

8
S2.1 1/2" = 1'-0"

TRUCK DOCK TRANSITION DETAIL
SCALE:

7
S2.1 1/2" = 1'-0"

PLASTER PLAN DETAIL

SCALE:

3
S2.1 1/2" = 1'-0"

DETAIL AT STOREFRONT COLUMN
SCALE:

2
S2.1 1/2" = 1'-0"

CMU PLAN AT GIRDERS
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